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PRODUCT DATA SHEET

Sika® Drain-850 Geo
Dimpled drainage and protective sheet with integral filtration layer

PRODUCT DESCRIPTION
Sika® Drain-850 Geo is a high density polyethylene 
(HDPE), heavy duty drainage and protective sheet with 
10 mm high dimples on the bottom layer and a bon-
ded geotextile (PP) filtration layer on the top layer.

USES
Sika® Drain-850 Geo is used for:

Preformed sheet and liquid applied membrane wa-
terproofing systems

▪

Sika® White Box concept for waterproofing retaining 
walls and heavy-duty roofs and podiums

▪

Please note:
When used in combination with PVC waterproofing 
membranes, a separation layer (geotextile) must be 
used between the Product and the membrane

▪

Maximum installation depth is 10 m▪

CHARACTERISTICS / ADVANTAGES
Very good drainage capacity▪
Very good mechanical resistance▪
Very good impact resistance▪
Resistant to aggressive media in natural ground wa-
ter and soil

▪

Suitable for contact with acidic (soft) water▪
Can be installed on damp and wet substrates▪
The Product forms a drainage channel in the space 
between the structural elements and the back-filling, 
soil or substrate to allow water to be drained away

▪

APPROVALS / STANDARDS
CE marking and declaration of performance based on 
EN 13252:2016 Geotextiles and geotextile-related 
products — Characteristics required for use in drain-
age systems — Filtration, separation and drainage (F 
+ S + D)

▪

PRODUCT INFORMATION

Packaging Roll width 2.4 m
Roll length 12.5 m

Refer to the current price list for available packaging variations.

Colour Top layer colour White
Bottom layer colour Brown or black

Shelf Life 5 years from date of production

Storage Conditions The Product must be stored in original undamaged packaging in cool and 
dry conditions. It must be protected from direct sunlight, rain, snow and 
ice. Always refer to packaging.

Thickness At 2 kPa 10.0 mm (± 1.0 mm) (EN ISO 9863-1)

Weight 120 g/m² (± 12 g/m²)

Colour HDPE sheet with 10 mm deep dimples bonded filtration geotextile
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TECHNICAL INFORMATION

Resistance to Static Puncture 1.5 kN (- 0.5 kN) (EN ISO 12236)

Tensile Strength Longitudinal (MD) 12.0 kN/m (- 2.0 kN/m)
Transversal (CMD) 10.0 kN/m (- 2.0 kN/m)

(EN ISO 10319)

Ambient Maximum Temperature of Li-
quids

+32 °C (water)

Drain flow capacity Horizontal application at 
20 kPa
(S/R, i = 0.04)

0.60 l/(m·s) (- 0.12 l/(m·s))

Vertical application at 20 
kPa
(S/R, i = 1)

3.50 l/(m·s) (- 0.70 l/(m·s))

Vertical application at 20 
kPa
(S/S, i = 1)

3.25 l/(m·s) (- 0.90 l/(m·s))

(ISO 12958-1)

Resistance to dynamic perforation 33.0 mm (± 6.0 mm) (EN ISO 13433)

Compression resistance 350 kN/m2 (± 70 kN/m2)

Water permeability Normal to the plane 85.0 l/(m2s) (- 30.0 l/(m2s)) (EN ISO 11058)

Opening size 90 μm (± 30 μm) (EN ISO 12956)

Elongation at maximum tensile stress Longitudinal (MD) 70 % (± 40 %)
Transversal (CMD) 70 % (± 40 %)

(EN ISO 10319)

Protection efficiency Compressive creep after 1000 h at 
50 kPa (equivalent to 2 m of con-
crete)

5 %

APPLICATION INFORMATION

Ambient Air Temperature Maximum +55 °C
Minimum -10 °C

VALUE BASE
All technical data stated in this Data Sheet are based 
on laboratory tests. Actual measured data may vary 
due to circumstances beyond our control.

ECOLOGY, HEALTH AND SAFETY
REGULATION (EC) NO 1907/2006 - REACH: This 
product is an article as defined in article 3 of regula-
tion (EC) No 1907/2006 (REACH). It contains no sub-
stances which are intended to be released from the 
article under normal or reasonably foreseeable condi-
tions of use. A safety data sheet following article 31 of 
the same regulation is not needed to bring the 
product to the market, to transport or to use it. For 
safe use follow the instructions given in this product 
data sheet. Based on our current knowledge, this 
product does not contain SVHC (substances of very 
high concern) as listed in Annex XIV of the REACH reg-
ulation or on the candidate list published by the 
European Chemicals Agency in concentrations above 
0.1 % (w/w).
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APPLICATION INSTRUCTIONS

SUBSTRATE PREPARATION

Substrate must be sound, clean, dry and free of all 
contaminants such as dirt, oil, grease, coatings and 
loose friable materials.

APPLICATION

IMPORTANT
Strictly follow installation procedures
Strictly follow installation procedures as defined in 
Method Statements, application manuals and working 
instructions which must always be adjusted to the ac-
tual site conditions.
IMPORTANT
Exposure to UV or weathering
The Product is not resistant to permanent UV expos-
ure or weathering.

Contact Sika Technical Services for more informa-
tion.

1. 

INSTALLATION METHOD:
The waterproofing membrane is installed by loose lay-
ing and mechanically-fastening.
Refer to the relevant Sika® application manual and in-
stallation instructions.

LOCAL RESTRICTIONS
Note that as a result of specific local regulations the 
declared data and recommended uses for this product 
may vary from country to country. Consult the local 
Product Data Sheet for the exact product data and 
uses.

LEGAL NOTES
The information, and, in particular, the recommenda-
tions relating to the application and end-use of Sika 
products, are given in good faith based on Sika's cur-
rent knowledge and experience of the products when 
properly stored, handled and applied under normal 
conditions in accordance with Sika's recommenda-
tions. In practice, the differences in materials, sub-
strates and actual site conditions are such that no war-
ranty in respect of merchantability or of fitness for a 
particular purpose, nor any liability arising out of any 
legal relationship whatsoever, can be inferred either 
from this information, or from any written recom-
mendations, or from any other advice offered. The 
user of the product must test the product’s suitability 
for the intended application and purpose. Sika re-
serves the right to change the properties of its 
products. The proprietary rights of third parties must 
be observed. All orders are accepted subject to our 
current terms of sale and delivery. Users must always 
refer to the most recent issue of the local Product 
Data Sheet for the product concerned, copies of which 
will be supplied on request.

SIKA IRELAND LIMITED
Ballymun Industrial Estate
Ballymun
Dublin 11, Ireland
Tel: +353 1 862 0709
Web: www.sika.ie
Twitter: @SikaIreland
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